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Assumptions to the Annual Energy Outlook 2009

Table 11.2. (YPe‘ilEr)g)ound Gasoline Specifications by Petroleum Administration for Defense Districts

Reid Aromatics Benzene 2007 Olefin Percent Percent
Vapor Volume Volume Sulfur Volume Evaporated Evaluated
Pressure Percent Percent PPM Percent at at
PADD (Max PSI) (Max) (Max) (Max) (Max) 200° 300°
Conventional
PADD | 96 26.0 11 300 116 471 820
PADD I 102 26.1 11 30.0 16 471 81.9
PADD Ill 99 26.1 11 30.0 1.6 471 81.9
PADD IV 108 26.1 11 30.0 1.6 471 819
PADD V 92 267 11 300 M7 457 814
Reformulated
PADD | 85 207 0.6 300 119 50.2 846
PADD I 9.5 18.5 08 30.0 71 50.8 85.2
PADD Il 8.6 19.8 06 300 1.2 516 839
PADD IV 86 198 0.6 300 12 516 839
PADD V
Nonattainment 7.9 220 0.70 200 6.0 49.0 90.0
CARB (attainment) 79 220 0.70 200 6.0 49.0 90.0

Max = Maximum.

PADD = Petroleum Administration for Defense District.

PPM = Parts per Million by Weight.

PSI = Pounds per Square Inch.

Volume percent will change to 0.6 in 2011to meet the MSATZ ruling.

Source: Energy Information Administration, Office of Integrated Analysis and Forecasting. Derived using U.S. EPA’s
Complex Model, and updated with U.S. EPA’s gasoline projection survey “Fuel Trends Report: Gasoline 1995-2005", January
2008, EPA420-R-08-002 (http://www.epa.qgov/otag/regs/fuels/rfq/properfirfgperf.htm).

(http://www epa.gov/otaq/regs/fuels/rfg/properf/rfgperf. htm).




